
Identify your two end gables: look for the holes on 

the inside face —large holes are for dowels & small holes 

for screws.  

The top three holes are for the rail in 

the carcass—this is the top front of 

the panel... 

The middle set of holes are for the 

adjustable mid shelf in this cabinet. 

 

Neither gable has hinge holes. The 

blind door is hinged off the blind 

panel—see Step 2.  

Place both gables face down and 

open up your hardware pack . Find 

the two hinge plates for Step 2. 

1 
 

2 
 

Identify your door & blind panel: The blind panel (check 

your label) can be identified with the mounting plates for the 

hinges (large red circles) in the inside edge.  

This panel is positioned on 

the carcass using 3 x dowels 

(see ‘Square’ holes) and 

then secured with 5 x 

screws into the carcass and 

rail (see 5 small holes 

here…) 

Make sure the mounting 

plate holes are on the inside 

of the cabinet… 

You can insert the mounting 

plates at this time. 

Almost there: place the last  gable 

on to the carcass  ensuring the dow-

els are aligned. Then secure with 

screws in the remaining holes. 

Now place carcass on end. Insert 

dowels into  the front rail and bottom 

… and insert these into the gable. 

 

 

 

 

 

 

 

 

The front rail & bottom of your carcass are 

dowelled into the back & the gable so ensure 

these are correctly located.  

Adjust door gaps. Adjust the 

door as per any standard door—

you are looking for a neat 2mm 

clearance all around .  

The spiral tech adjustment of the CLIP 

top bi-fold hinge allows from +4mm to –

7mm adjustment 

Clip on Doors. Check you have no 

screw holes left and your unit is as-

sembled tightly and neatly… 

 

 

 

 

 

 

 

Take your Bi-fold door and clip the main hinge 

onto your gable hinge plates. This can be done 

after you have fitted your unit on the wall 

Blind Panel: to install the blind 

panel you will note the red dots are 

locating dowels... 

 

 

 

 

 

 

 

Then secure the panel to the carcass using 

the supplied screws (5 in total—follow the 

black arrows) 
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Identify the back: insert  dowels 

into the holes—then join this back 

with one of the gables… Be sure to 

secure this join by inserting screws in the small 

holes from the outside. 

With the 1000mm wide carcass you will find a 

row of support holes for the shelf in the back 

are present. 
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SFBLIND: 

Floor  Blind Corner Cabinet RIGHT  (1100mm) 


