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Semble 600mm Deep: Note these common features to help you plan your installation:  

Profiled front edge in 6mm radius and 34mm thick top — in your chosen colour. 

Two raw ends CNC-cut to correct length as per your design. 

CNC machined rear edge—raw for scribing and fitting to wall. 

 

Simple installation: Things you need to know: 

 

 Never place hot items directly onto your benchtop as this will cause damage to the surface.  

 Never cut directly onto your benchtop as this could create fine scratches.  

 Always remember to use Personal Protection Equipment when cutting and installing your benchtops.  

 Any exposed edges or cutouts must be sealed prior to installation with a suitable water proofing sealant.  

 Remember,  when installing cabinets it is possible that if not installed tightly against each other that the total length of cabinets can grow slight-

ly and your bench-top will then not be long enough—you can test fit your benchtops once you have your cabinets installed. 

 For any required penetrations for hotplates or sinks you will find instructions in Step 4 Installation Instructions. 

Tightform tops:  Installing a benchtop should be attempted after all cabinetry has been installed and fitted off level 

and straight. Having a level and flat surface to affix tops to will simplify any installation. Here are some handy tips to 

keep in mind. 
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STOPS: 

Benchtop Single  (600mm) 

Note: To ensure you 

achieve a straight cut, you 

will require a straight edge 

(or a guide) to assist with 

cutting. 

 

Clamp a straight edge onto 

your benchtop—

remember to allow the 

correct offset for your saw 

blade. 

Note: It is recommended 

that the saw blade enters 

from the front edge of the 

benchtop (the side that will 

be most visible once in-

stalled).  

Measure the distance 

from the wall to the front 

of the cabinet at both 

ends of the run of cabi-

nets.  

The benchtop may need 

to be trimmed if your wall 

is uneven. The benchtop 

should protrude 40mm 

over the edge of the cabi-

Measure and mark the cut-

outs for the appliances or 

sink using the manufactur-

ers product specifications . 

Tip: Apply low adhesive 

masking tape around the 

outside of the cutout to 

reduce benchtop splinter-

ing.  

Any cut or exposed edges, 

like sink cutouts, must be 

sealed to prevent water 

penetrating and damaging 

the benchtop.  

Apply a layer of silicone 

over any raw surface. Once 

the benchtop is installed, 

finish by applying a bead of 

silicone between the 

splashback & benchtop. 
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CNC Joins: Have your Benchtop Joins professional-

ly CNC machined for simple on-site installation... 


